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1.ELECTRONICS TEST \\'/an'fti g ‘; White (JACKET)
A.100% OPEN SHORT & MISS WIRE TEST B 5 > 3 Brown o
B. INSULATION RESISTANCE:DC 300V 10M Ohm rown
C. CONDUCTOR RESISTANCE: 3 Ohm SHELL SHELL
D. DIELECTRONIC STRENGTH: 150V AC/Sec,2mA
2. RoHS COMPLIANT
3. PRINTED WORD:CAT6A SSTP (S/FTP) LSZH 500MHz 4PAIRS
STRANDED AWG30 SLIM CABLE RoHS COMPLIANT
MATERIAL LIST: ‘
(3 | OVER MOLDED | PVC Grey G NAME CAT6A SSTP 8P8C TO 8P8C ICON TOLERANCE
X. +1.00
@ CABLE CATBA SSTP 30AWG(7/0.10BC+AL)*4+D+B(16/4/0.12AL-MG) OD:4.5MM0.2MM L MM | ITEMNO 20211XXX @ — XX +050
(| CONNECTOR | RJ45 8P8C SHORT TYPE PLUG,THE PIN GOLD PLATED FU", TRANSPARENT 2 PCS APPROVED CHECKED DRAW BY SCALE | MM
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