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Pl Pe ] NOTES:
1 1re black = _
2 2 white green — — 1:100% short,open and miss wire test.
2 Tgreen  whitell = - Rated current:2.1A MAX
Hlack red 7] — - Rated voltage:d3V MAX
4 4 blac Contact resistance:50MQ MAX
Withstand voltage: 100V
Insulation resistance:100MQ MIN
{‘.} uPTeC Insert Force:35N MAX
i R Pull out Force:5N MIN
Plug&Play Life:3000times Min
@ Magnetic Magnetic Piece N52 PCS Référence : 2090723
® | SHELL  |Hard Board Aluminum 18%11.5MM Sandblasting With Light pcs | Désignation : Cordon de charge magnétique
(®| SHELL  |USB A Male Aluminum 14x15MM Sandblasting PCS USB A vers micro USB + Lightning - 1m
(3| CONNECTOR [Hard Board 5PIN Spring Pin PCS Article No/Reference
(® | CONNECTOR |USB A TYPE MALEWHITE INSULATOR,NICKEL PLATED SHELL,GOLD PLATED PIN PCS File name Date
© CABLE 28/0.12BC*2C+7,/0.12BC*2C OD:3.0mm White TPE MM USB 20 Magnetic | June 11th,2019
NO. MATERIAL DESCRIPTION JUNIT ANGLE: @_E_ USB magnetic charge to micro USB+ Lightning -1m
UNITM 2090723 |
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